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PUMP MOTOR AND ACCESSORIES 1SO9001 Supplier

0.75 Liter Pressurized Accumulator
Ta.n k Export Supply

0.75 Liter Pressurized Accumulator Tank Accumulator tanks hold a reservoir of air and water
down stream from the pump. The air acts as a cushion, absorbing pump and pressure

fluctuations, smoothing the ...
Key Highlights

Category Pump Motor And Accessories
Standard EN

Weight / Size  STANDARD PUMP
CONFIGURATIONS Model
Internal Volume Pre-charge
(PSI/BAR) ...

Certificate ABS, LR, BV, DNVGL, NK, KR,
IRS, RMRS, CCS

We can supply according to your requirement,
drawings, class certificate needs, and delivery

schedule.
Technical Specifications
Category Pump Motor And Accessories Model /| SKU 0-75-Liter-Pressurized-

Accumulator-Tank

Standard EN Weight | Size STANDARD PUMP
CONFIGURATIONS Model
Internal Volume Pre-charge
(PSI/BAR) Max Operating
(PSI/BAR) Air Fill Vale Inlet/Outlet
Dia Weight Dimensions SFAT-075-
125-01 0.75L/23.50Z 10/0.7
125/8.6 standard automotive style
tire valve 1/2" MNPT 0.79 lbs

8.1"x 4.6"
Certificate ABS, LR, BV, DNVGL, NK, KR, Warranty 12 Months unless specified
IRS, RMRS, CCS otherwise

Origin China
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| 0.75 Liter Pressurized Accumulator Tank

FEATURES & BENEFITS

Lowar Batlery drain, quiel
operation,lony purrg fife

Compact desin, easy man:
taince, potable agrater -

Fubber fast, aasy Installation NPT Connector, befler seal

Accumulator tanks hold a reservoir of air and water down stream from the pump. The air acts as a cushion, absorbing
pump and pressure fluctuations, smoothing the flow and making the system quieter. Accumulators allow the pump to
reach shut-off pressure more smoothly which reduces the on/off cycle which gives better control of hot water delivery.

| STANDARD PUMP CONFIGURATIONS

Model Internal Volume = Pre-charge = Max Operating = Air Fill Vale Inlet/Outlet Dia = Weight Dimensions
(PSI/BAR)  (PSI/BAR)
SFAT-075-125-01  0.75L/23.50Z 10/0.7 125/8.6 standard automotive =~ 1/2" MNPT 0.791bs 8.1"x4.6"

style tire valve
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