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SEWAGE PUMP 1IS09001 Supplier

50CPW-10-30 Marine Horizontal
Crushing Pump Export Supply

50CPW-10-30 Marine Horizontal Crushing Pump CPW Series Marine Sludge Discharge
Pump is a motor-driven horizontal single-channel impeller centrifugal drainage pump,The

pumps of this series are suitable for transferr...
Key Highlights

Category Sewage Pump

Standard EN

Weight / Size  Marine Horizontal Crushing
Pump Model 50CPW-10-30
Capacity 10m3/hour Lif...

Certificate ABS, LR, BV, DNVGL, NK, KR,
IRS, RMRS, CCS

We can supply according to your requirement,
drawings, class certificate needs, and delivery

schedule.
Technical Specifications
Category Sewage Pump Model /| SKU 50CPW-10-30-Marine-Horizontal-

Crushing-Pump

Standard EN Weight / Size Marine Horizontal Crushing Pump
Model 50CPW-10-30 Capacity
10m3/hour Lift 30m Speed
2900r/min Motor Power 4KW
(NPSH)r 5m Weight 63kg

Certificate ABS, LR, BV, DNVGL, NK, KR, Warranty 12 Months unless specified
IRS, RMRS, CCS otherwise
Origin China

I 50CPW-10-30 Marine Horizontal Crushing Pump

CPW Series Marine Sludge Discharge Pump is a motor-driven horizontal single-channel impeller centrifugal drainage
pump,The pumps of this series are suitable for transferring sewage, industrial waste water, oily water, fresh water or
sea water at a temperature below 85 degree, containing solids with a diameter up to one third of that of the pump port,
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and fibers with a length up to five times of that of the ports. They are best choice for use in conjunction with waster

water treatment plants.

Marine Horizontal Crushing Pump
Model

Capacity

Lift

Speed

Motor Power

(NPSH)r

Weight

https://www.jinbomarine.com/print/50cpw-10-30-marine-horizontal-crushing-pump

50CPW-10-30
10m3/hour
30m
2900r/min
4KW

5m

63kg
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