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KED12-S-Q/KED12-2S-Q Telegraph Repeater&nbsp; Power Supply: DC24V -25% +30%
Alarm sound pressure level:80dB ~ 90dB Color: Black ( RAL9005 ) IP class:IP20 Weight...

Key Highlights

Category Emergency Main Engine
Telegraph System

Weight / Size  Black ( RAL9005) IP
class:IP20 Weight:1.0/1.2Kg
Power:5W

Certificate ABS, LR, BV, DNVGL, NK, KR,
IRS, RMRS, CCS

We can supply according to your requirement,
drawings, class certificate needs, and delivery

schedule.
Technical Specifications
Category Emergency Main Engine Model | SKU KED12-S-Q-KED12-2S-Q-
Telegraph System Telegraph-Repeater
Weight | Size Black ( RAL9005) IP class:IP20 Certificate ABS, LR, BV, DNVGL, NK, KR,
Weight:1.0/1.2Kg Power:5W IRS, RMRS, CCS
Warranty 12 Months unless specified Origin China

otherwise

| China KED12-S-Q/KED12-2S-Q Telegraph Repeater:

KED12-S-Q/KED12-2S-Q Telegraph Repeater

P :90mm o
(—Depth.20mm 43

280

140 I
- - 148

FIR T
Hole dimension




B :95mm
Depth:95mm

.Ccomn

140
48

| 196

f—206 |

FILRT
Hole dimension

Power Supply: DC24V -25% +30%
Alarm sound pressure level:80dB ~ 90dB
Color: Black ( RAL9005 )

IP class:IP20

Weight:1.0/1.2Kg

Power:5W




