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PRODUCT DATASHEET

CB MARINE PRESSURE GAUGE VALVE 1S09001 Supplier

Marine Pressure Gauge Cock CB312-75
Type A

Marine Pressure Gauge Cock is used with the pressure gauge together in the marine pipe
system. Design Standard: CB312-75 Thread Standard: CB56-83 Test Standard: GB600 Type

Key Highlights

Export Supply

Category CB Marine Pressure Gauge
Valve

Standard GB

Material Brass

\ Jln borm‘e C Weight / Size  GB600 Type Name Nominal
Baas

Pressure(Kg/cm2) Nominal
| Lanmnes gk Size(mm) Applicable Med...

Certificate CCS, BV, ABS, GL,LR,DNV,
KR, IRS, RINA

We can supply according to your requirement,
drawings, class certificate needs, and delivery
schedule.




Technical Specifications

Category

Standard

Weight | Size

Warranty

CONTENTS

CB Marine Pressure Gauge Valve

GB

GB600 Type Name Nominal
Pressure(Kg/cm2) Nominal
Size(mm) Applicable Medium A
Brass Pressure Gauge Cock 40 6
water,steam,fuel oil,lubricatoin oil
& steam not over 250°C B Bronze
Pressure Gauge Valve 100
Stainless Steel Pressure Gauge
Valve 160 fresh water,air,carbon
dioxide,fuel oil,lubricatoin oil &
steam not over 400°C Main Parts
& Material:

12 Months unless specified
otherwise

Model | SKU Marine-Pressure-Gauge-Cock-
CB312-75-Type-A

Material Brass

Certificate CCS, BV, ABS, GL,LR,DNV, KR,
IRS, RINA

Origin China

m China Marine Pressure Gauge Cock CB312-75 Type A: m Main Parts & Material:

| China Marine Pressure Gauge Cock CB312-75 Type A:
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Marine Pressure Gauge Cock is used with the pressure gauge together in the marine pipe system.

Design Standard: CB312-75

Thread Standard: CB56-83

Test Standard: GB600

Typ
e

Nominal
Pressure(Kg/cm2)

Nominal Applicable Medium
Size(mm)



A Brass Pressure Gauge
Cock

B Bronze Pressure Gauge
Valve

Stainless Steel Pressure
Gauge Valve

40

100

160

| Main Parts & Material:

Body-Brass

Core-Bronze

water,steam,fuel oil,lubricatoin oil & steam not over
250°C

fresh water,air,carbon dioxide,fuel oil,lubricatoin oil &
steam not over 400°C



