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Port Aluminim Sacrificial Anode

Mainly used in port facilities . Marine Ship Sacrificial Anode is corrosion resistant,mainly use
on the ship bottom,to promote the lifetime of ship. Aluminium anode,zinc anode material
available. ...

Export Supply

Key Highlights

Category Sacrificial Anode

Standard All kinds of standard size can
be provide,also can be
customized.

Material Aluminium anode,zinc anode

material available.

Weight / Size  All kinds of standard size can
be provide,also can be
customized.

Certificate ABS, LR, BV, DNVGL, NK, KR,
IRS, RMRS, CCS

We can supply according to your requirement,
drawings, class certificate needs, and delivery
schedule.

Technical Specifications

Category Sacrificial Anode Model /| SKU Port-Aluminim-Sacrificial-Anode

Standard All kinds of standard size can be Material Aluminium anode,zinc anode
provide,also can be customized. material available.

Weight | Size All kinds of standard size can be Certificate ABS, LR, BV, DNVGL, NK, KR,
provide,also can be customized. IRS, RMRS, CCS

Warranty 12 Months unless specified Origin China
otherwise
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Mainly used in port facilities .



Marine Ship Sacrificial Anode is corrosion resistant,mainly use on the ship bottom,to promote the lifetime of ship.
Aluminium anode,zinc anode material available.
All kinds of standard size can be provide,also can be customized.

Very short delivery time.
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TYPE DIMENSIONS Cmy Rl WEIGHT(K) & Bt
S A Bi+Bz C | 0 | E E G H | Nets#& | |
ALII-5 | 1500 |148+178] 170 | 1800 | S0 € 65 - 1140 | 1200
ACII-6 | 850 [180+220] 180 | 1100 | 60 8 70 - 800 | 850
ACI-7 | 800 200+280] 150 | 1050 | &0 | & 33 = 760 | 800
alll-8 | 700 |160+220| 180 | 950 | &0 8 70 = 685 | 725
ACII=S 135 130 | 1500 | 40 B 25 - 520 | 560
AL 130 | 1299 | 40 8 831 - deb | 460
AL 130 | tooo | 40 3 45 - 330 350
AT 130 | 750 | 40 4 45 - 220 | 230




