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MARINE WINCH

Winding Reels

Winding Reels Main specification Model Unit WR100 WR250 WR500 WR1000 WR2000 ...

1SO9001 Supplier

Class Certificate

Export Supply

Key Highlights

Category Marine Winch
Standard DIN
Material Cast steel

Weight / Size  Winding Reels Main
specification Model Unit
WR100 WR250 WR500
WR1000 WR2...

Certificate ABS, LR, BV, DNVGL, NK, KR,
IRS, RMRS, CCS

We can supply according to your requirement,
drawings, class certificate needs, and delivery
schedule.

Technical Specifications

Category Marine Winch
Standard DIN
Weight | Size Winding Reels Main specification

Model Unit WR100 WR250
WR500 WR1000 WR2000 Rated
capacity kg 100 250 500 1000
2000 Rope mm 46811 13
Capacity of Rope m 10 15 15 15
15 Average speed mm/r 50 40 20
10 5 Handle Force kg <8 <10 <10
<15 <15 Net Weight kg 28 32 35
86 90 Dimensions mm
380x370x410 400x380%440
400x380x440 460x520x540
600x520x540

Warranty 12 Months unless specified
otherwise

Model | SKU Winding-Reels
Material Cast steel
Certificate ABS, LR, BV, DNVGL, NK, KR,

Origin

IRS, RMRS, CCS

China
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| Winding Reels

| Main specification

Model Unit WR100 WR250 WR500 WR1000 WR2000
Rated capacity kg 100 250 500 1000 2000
Rope mm 4 6 8 11 13
Capacity of Rope m 10 15 15 15 15
Average speed mm/r 50 40 20 10 5
Handle Force kg <8 <10 <10 <15 <15
Net Weight kg 28 32 35 86 90
Dimensions mm 380x370x410 400x380x440 400x380x440 460x520x540 600x520x540



