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LIFEBOAT DAVIT

BWY3322-187 Cycloidal Pin Wheel
Decelerator
BWY3322-187 Cycloidal Pin Wheel Decelerator Ratio Of Speed:187 Power 5.5KW or 6.3KW
Output Torque: 4600Nm Mainly use for SA21 Single Arm Type Davit . Oil Port C1 C2 V1 V2 is
G1/2 S p...

ISO9001 Supplier

Class Certificate

Export Supply

Key Highlights

Category Lifeboat Davit

Standard CB

Weight / Size Oil Port C1 C2 V1 V2 is G1/2 S
port is G1/4 CBCA-LHN
Packaging Size:71x5...

Certificate ABS, LR, BV, DNVGL, NK, KR,
IRS, RMRS, CCS

We can supply according to your requirement,
drawings, class certificate needs, and delivery
schedule.

Technical Specifications

Category Lifeboat Davit Model / SKU BWY3322-187-Cycloidal-Pin-
Wheel-Decelerator

Standard CB Weight / Size Oil Port C1 C2 V1 V2 is G1/2 S
port is G1/4 CBCA-LHN Packaging
Size:71x50x53cm Weight 255kgs.

Certificate ABS, LR, BV, DNVGL, NK, KR,
IRS, RMRS, CCS

Warranty 12 Months unless specified
otherwise

Origin China

China BWY3322-187 Cycloidal Pin Wheel Decelerator:
BWY3322-187 Cycloidal Pin Wheel Decelerator

Ratio Of Speed:187

Power 5.5KW or 6.3KW

Output Torque: 4600Nm
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Mainly use for SA21 Single Arm Type Davit .

Oil Port C1 C2 V1 V2 is G1/2 S port is G1/4

CBCA-LHN

Packaging Size:71x50x53cm

Weight 255kgs.
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