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Marine & Offshore Equipment Datasheet

PRODUCT DATASHEET

INTEGRATED COMMUNICATION SYSTEM 1S09001 Supplier

FR-100J Flashing Light Signalling Unit

1. Power supply: 220VAC/1A, 24VDC/2A 2. Sound level:&gt;=98dB 3. IP Class: IP44 4.
Material: ABS plastic 5. Cable gland: 2XPG13 Application: Location: noise area Installation:

Export Supply

Wa...
Key Highlights
F R_ 1 OOJ : Category Integrated Communication
\Jg \ //\%/‘\ﬂ System
l TR EE | |
Material ABS plastic.
Certificate ABS, LR, BV, DNVGL, NK, KR,
IRS, RMRS, CCS
2017/12/07 14:50 We can supply according to your requirement,
: drawings, class certificate needs, and delivery
schedule.
Technical Specifications
Category Integrated Communication System Model /| SKU FR-100J-Flashing-Light-Signalling-
Unit
Material ABS plastic. Certificate ABS, LR, BV, DNVGL, NK, KR,
IRS, RMRS, CCS
Warranty 12 Months unless specified Origin China

otherwise

| China FR-100J Flashing Light Signalling Unit:

1. Power supply: 220VAC/1A, 24VDC/2A
2. Sound level:>=98dB

3. IP Class: IP44

4. Material: ABS plastic

5. Cable gland: 2XPG13

Application:
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Location: noise area

Installation: Wall mounted

Drawing:
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( EE thickness: 60mm)
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