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Jinbo Marine

Marine & Offshore Equipment Datasheet

PRODUCT DATASHEET

MARINE AUTOMATIC TELEPHONE SYSTEM 1S09001 Supplier

YHC5-EX Explosion-proof Marine
Loudspeaker Export Supply

YHC5-EX Explosion-proof Marine Loudspeaker: Used for explosion area. Rating
voltage:120V Power:5W,10W,15W,25W Sound level:105dB,108dB,115dB,118dB Color: Lake

green Ex mark: Exd Il BT5 ...
Key Highlights

Category Marine Automatic Telephone
System

Standard GB

Material Casting aluminium

Weight / Size  Exd Il BT5 Gb IP class:IP56
Weight:5kg Material:Casting
aluminium Drawin...

Certificate ABS, LR, BV, DNVGL, NK, KR,
IRS, RMRS, CCS
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We can supply according to your requirement,
drawings, class certificate needs, and delivery
schedule.

Technical Specifications

Category Marine Automatic Telephone Model | SKU YHC5-EX-Explosion-proof-Marine-
System Loudspeaker

Standard GB Material Casting aluminium

Weight | Size Exd Il BT5 Gb IP class:IP56 Certificate ABS, LR, BV, DNVGL, NK, KR,
Weight:5kg Material:Casting IRS, RMRS, CCS

aluminium Drawing:

Warranty 12 Months unless specified Origin China
otherwise

| China YHC5-EX Explosion-proof Marine Loudspeaker:
YHC5-EX Explosion-proof Marine Loudspeaker:
Used for explosion area.

Rating voltage:120V
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Power:5W,10W,15W,25W

Sound level:105dB,108dB,115dB,118dB
Color: Lake green

Ex mark: Exd Il BT5 Gb

IP class:IP56

Weight:5kg

Material:Casting aluminium

Drawing:
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